HP Notebook LidSwitch Policy
version 2.02 A   (14 May 04)

	This contains a utility for configuring the notebook models listed below to enter Standby mode when the lid is closed only when running on battery.
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software information 
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	Fixes 
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	· Fixes issue where DC power scheme timeout values were copied to AC timeout values if computer was booted on DC power.
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	Enhancements 
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	· Adds support for new notebook models as well as some older notebooks.
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	Prerequisites 
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	Installation requires administrative rights. 
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	Notes 
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	Purpose: Routine 

Operating System(s): 

· Microsoft Windows XP Home Edition 

· Microsoft Windows XP Professional 

· Microsoft Windows 2000
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	Installation 
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	HOW TO USE: 

1. Download the SoftPaq .EXE file to a directory on your hard drive. 

2. Execute the downloaded file and follow the on-screen instructions. 
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systems supported 
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family 
models 
Evo N115 

All Models 

Evo N410c 

All Models 

Evo N610c 

All Models 

Evo N620c 

All Models 

Evo N1050v 

All Models 

Evo N1020v 

All Models 

Evo N1015v 

All Models 

Evo N800w 

All Models 

Evo N1005v 

All Models 

Evo N1000c 

All Models 

Evo N1000v 

All Models 

Evo N800c 

All Models 

Evo N800v 

All Models 

Evo N180 

All Models 

Evo N160 

All Models 

Evo N200 

All Models 

Evo N600c 

All Models 

Evo N400c 

All Models 
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